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1.

2.

3.

insulated flange connection

Flanged hose fitting

1

2

3

     

to bridge soffit or deck.

B

B

A A

as shown on bridge plans. Terminate in a pull box

clamped at the pipe support located halfway

Maximum spacing between pipe hangers or supports4.

5.

6.

7.

Install air release valve using threaded tee or

pipe saddle.

Extend pipe 5’-0"+ beyond the edge of shoulder or 

shall be 10’-0" unless otherwise detailed on the plans.

For details of pipe hanger and concrete pipe support 

see Standard Plan B14-5. 

1-0"

BOX GIRDER INSTALLATION

VIEW B-B

PIPE INSTALLATION AT HINGE
Same for hanger type installation

INSTALLATION FOR OTHER STRUCTURE TYPES

Hose 6’-6" in length

6"
1’-0" 1’-0"

1’-0" 1’-0" 1’-0" 1’-0"

45^ flanged elbow with

(size shall be same as pipe)

as shown on Standard Plan B14-3, Detail B.

Water supply line shall be installed parallel to

For concrete pipe support, pipe shall be tightly

6" diameter unless otherwise detailed on the plans.

6"
1-0"

6
"
 

M
i
n

2’-0"

TOTAL 2

NUTS TIGHTLY CLAMPED,

U BOLT WITH DOUBLE

1’-0"

1 1

2

2

3

VIEW A-A

HOSE ASSEMBLY

1
’
-
4
"

to provide �" clearance between pipe and clamp.

pipe clamp shall be shimmed with steel washer plate

between hose assemblies. At all other supports,

Openings through diaphragm and bent caps shall be 

Dist
No.

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

Conc PIPE SUPPORT

HOSE ASSEMBLY

4" Min CLEARANCE AROUND PIPE

6" Dia OPENING

WATER SUPPLY LINE

APPROACH SLAB BRIDGE DECK

ASSEMBLY AT HIGH POINT,

SEE NOTE 5

1" AIR RELEASE VALVE

BRIDGE SOFFIT

PIPE HANGER,

SEE NOTE 4

HOSE ASSEMBLY

SAME ARRANGEMENT AS

BOX GIRDER INSTALLATION WATER SUPPLY LINE,

SEE NOTE 2

ASSEMBLIES

PIPE ANCHORAGE LOCATED

HALFWAY BETWEEN HOSE

DIPPED GALVANIZED

AFTER FABRICATION

�" FABRICATED

STEEL I  BEAM HOT

FOR EXISTING BRIDGE, OR L-ANCHOR

�" Ø CONCRETE EXPANSION ANCHOR

MINIMUM 3�" EMBEDMENT.

BOLTS FOR NEW BRIDGE, TOTAL 4.

WITH �" SCREWS

FASTENED TO TIMBER BLOCK

REST ON SMOOTH FINISHED SLAB,

FOR BOX GIRDER ONLY

WATER SUPPLY LINE,

SEE NOTE 2

Conc PIPE SUPPORT,

SEE NOTES 3 AND 4

BRIDGE SOFFIT

BRIDGE ABUTMENT

HOSE ASSEMBLY

FIRST AND LAST INSULATOR SHALL BE

CASING INSULATOR AT 5’-0" Max SPACING.

WITHIN 1’-0" FROM END OF CASING.

EXTEND 5’-0" FROM APPROACH

PIPE END SEAL

6" STANDARD WEIGHT CASING.

PIPE TERMINATION,

SEE NOTE 1

APPROACH SLAB

CLEARANCE AROUND CASING

FOR SEAT TYPE ABUTMENT

ONLY

UTILITY OPENING, 4" Min

ASSEMBLY AT HIGH POINT,

SEE NOTE 5

1" AIR RELEASE VALVE

BRIDGE DECK

SLAB

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

NOTES:NUMBERED ITEM

WATER SUPPLY LINE (BRIDGE)

(PIPE SIZES LESS THAN 4")

B14-4

THE ACCURACY OR COMPLETENESS OF SCANNED
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9-22-15

�" x 1" Galv STEEL CLAMP

2" x 12" x 12" LONG TIMBER BLOCK

Jerry Marcotte

C36844

6-30-16
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